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1. ABSTRACT

In this work we consider the problem of two-impulsive orbital transfers between coplanar circular or
eliptical orbits using hyperbolic orhit as the transfer orbit, with minimum fuel consumption but with time limit
for this transfer. We used the equations presented by Eckel and Vinh (1984), that provides the eliptical transfer
orbit between non-coplanar eliptical orbits with minimum fuel and fixed time of transfer; or minimum time of
transfer for a prescribed fuel consumption. But in this work we consider only the problem with minimum fuel
consumption and fixed time of transfer. Then, we adapted the equations presented by Eckedl and Vinh (1984) to
consider the problem of coplanar orbital transfer between circular and elliptical orbits using hyperbolic orbit as
the transfer orbit and develop a software for orbital maneuvers. This software is available to be used in the next
missions developed by INPE. The origina method, developed by Eckel and Vinh, was present without
numerical results in that paper. Thus, the modifications considering the coplanar case between circular orbits,
the implementation the hyperbolic case and the solutions using this method are contributions of this work. The

software was tested, ssmulating real maneuvers with success.
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3. INTRODUCTION

The magjority of the spacecrafts that have been placed in orbit around the Earth utilizes the basic concept of
orbital transfers. During the launch, the spacecraft is placed in a parking orbit distinct from the final orbit for



which the spacecraft was designed. Therefore, to reach the desired final orbit the spacecraft must perform
orbital transfers. Besides that, the spacecraft orbit must be corrected periodically because there are perturbations
acting on the spacecraft. Both maneuvers are usually calculated with minimum fuel consumption but without a
time constraint. This time constraint imposes a new characteristic to the problem that rules out the mgority of
the transfer methods available in the literature: Hohmann (1925), Hoelker et al. (1959), Gobetz et a. (1969),
Prado (1989), etc. Therefore, the transfer methods must be adapted to this new constraint: Prussing et al. (1986),
Eckd (1982), Eckel et a. (1984), Lawden (1993) and Taur et a. (1995). In Brazil, we have been important
applications with the launch of the Remote Sensing Satellites RSS1 and RSS2 that belongs to the Complete
Brazilian Space Mission and with the launch of the China Brazil Earth Resources Satellites CBERS 1 and 2.

In this work we consider the problem of two-impulse orbital transfers between coplanar circular and
eliptical orbits using hyperbolic orhit as the transfer orbit, with minimum fuel consumption but with time limit
for this transfer. This problem is very important because in many missions it is important to perform the

maneuvers in the minimum time, as for instance in the case of remote sensing satellites because during the

maneuver the collected data are of low quality and therefore they can not be used.

4. NOMENCLATURE

a ® Semi-mgjor axis a,® True anomaly of the point /, obtained
e ® Eccentricity in the plane of the initial orbit
p ® Semi-latus rectum a,® True anomaly of the point 7, obtained
w® Longitude of the penapss in the pl ane of the fina orbit
i ® Inclination r, ® Distance from point 7,
W® Longitude of the ascending node r, ® Distance from point I,
M® Mean anomaly f,® True anomaly of the point 7, obtained
£ ® Eccentric anomaly in the plane of the transfer orbit
| ® Angle between the planes of the initial £,® True anomaly of the point 7, obtained
and final orbits ) _ in the plane of the transfer orbit
b,® True anomaly of the point N obtained x,® Radial component of the first impulse
in the plane of the initial orbit 1® Redid  component of the  second
b,® True anomaly of the point N obtained 2 : | P
in the plane of the final orbit 'MpUIse .
I, ® Location of the first impulse n® _Transver_se component (.)f. .the f_|rst
! _ _ impulse in the plane of the initia orbit
I, ® Location of the %co.nd mpulse ¥,® Transverse component of the second
D® Transfer angle obtained in the plane of impulse in the plane of the transfer orbit
thetrqnsfgr orbit z, ® Component of the first impulse
he \(eloplty increment generated by the orthogonal to the initial orbit
first mpulge z, ® Component of the second impulse
V,® Velocity increment generated by the orthogonal to the transfer orbit
v ® 'T’ectc;Ind ;lmpL:Ise ‘ h, ® Horizontal component of V,
T® Tiome \s/pe?]?i?/] ![Ece;remmaﬁnwver N ® Intersection of the orbits



5. DEFINITION OF THE PROBLEM

The orbital transfer of a spacecraft from an initial orbit to a desired final orbit consists Marec 1979) in a

change of state of the spacecraft, from initial conditions 7, v, and m, &t time ¢, to fina conditions 7, v, axd
m, atime ¢, (¢,3¢). Inthis work we consider that the spacecraft propulsion system is able to apply an

impulsive thrust. Therefore, we have the instantaneous variation of the spacecraft velocity.

6. PRESENTATION OF THE METHOD

The bases for this method are the equations presented by Eckel et a. (1984). These equations provide the
transfer orbit between non-coplanar éliptical orbits with minimum fuel and fixed time of transfer, or the
transfer orbit with minimum time transfer for a prescribed fuel consumption. But in this work we consider only
the problem with minimum fuel consumption and fixed time of transfer considering coplanar maneuvers
between circular or eliptica orbits using hyperbolic orbit as the transfer orbit. The problem with minimum fuel
and fixed time of transfer has aready been studied by Rocco (1997) and by Rocco et a.(1999, 2002) for the
non-coplanar case using elliptical orbit as the transfer orbit. The case of orbital transfer between non-coplanar
orbits using dlliptical orbit as the transfer orbit, with minimum time for a prescribed fuel consumption was
already studied in Rocco et al. (2000).

The equations were presented in the literature but the method was not implemented neither tested by Eckel
and Vinh, and it is only valid for a specific geometry. In the non-coplanar case, they used the plane of the
transfer orbit as the reference plane but we decide to use the equatoria plane as the reference plane because in
this way it is easy to obtain and to apply the results in real applications. Using the transfer orbit as the reference
plane amost all the results obtained belong to the same specific geometry, so we change the reference system,
adding the equations 1 to 6 to consider cases with more complex geometry. For the coplanar and circular case
using hyperbolic orbit as the transfer orbit we had to substitute some equations.

Initially considering the non-coplanar case, given two terminal orbits we desire to obtain a transfer orbit
which performs an orbital maneuver from the initial orbit to the final orbit with minimum velocity increment
and fixed time of transfer. The orbits are specified by their orbital elements which it was presented in the item 4.

From the geometry of the non-coplanar maneuver we obtain b,, b,, | and thetransfer angle D:

b, = arctent___Sn(VY- W)tan(180 - 7,)

u
&8 i, + an(180 - i, Jcosi, oW - WA - (D)

b, = arctané sin(V - W)tan, W @)
eszn12 + tani, C05{180 - ZZ)COS W - W) 2



- ésin(W - W)sini, U — orcsin ésin(W - W)sini,, U

I fwb2) § T8 nfeen) X

cosD=cogb, - a,)coda, - b,)+sin(b, - a,)sinfa, - b2)005(180° - ) (4)

o Sina, - b, pinf1eo” - 1) 5)
sinB

5= arctang’ sin(180° - ) u (6)

Ssin(, - a)cotla, - b,)- coslb, - &)cost80 - 1)

The geometry of the coplanar hyperbolic maneuver is shown in Figure 1.
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Fig. 1 — Hyperbolic Maneuver

Considering that the spacecraft propulsion system is able to apply an impulsive thrust, and that maneuver is
bi-impulsive, the total velocity increment is:

V=V,+V,=F(C) (7)
The time of the transfer maneuver is:
T =6(C) ®)

Therefore, the problem is the minimization of V' for aprescribed T . If the time of transfer is prescribed,

being equal to avaue T,, we have the constrained relation:
T-T,=0 €)
Thus, we have the performance index:

J=V+KT-T,) (10)



From Eckel et a. (1984) we know that the solution of the problem depend on three variables: the semi-latus

rectum p of the transfer orbit and the true anomaly a, and a, that define the position of the impulses in the

initial and final orbits. Therefore, we have the necessary conditions:

ﬂ%+k£:0 : E+k£:0 : )14 +k£:0

Uz o, T fa, e,

By eliminating the Lagrange's multiplier &£ from Equations (11) we have the set of two equations:

VAT WA, WA WA
Ir &, Ta, v ’ v Ta, Ya,p

(11)

(12)

Evaluating the partial derivatives in these equations and doing some simplifications we have the final

optimal conditions:

(Xl +YZesinf 2)(S1‘I1 } T1€Sinf1) +8, 7+ ngé/Vl - W, q, - WltanEQ- leeﬁﬂ =0
e sinD 2g q,psint sing
(X2 +YZesirf 1)(qu2 - T,esinf 2) +8,T, - Wzng N qul ) Wztan£)9+ WzZelrzezsma2 _
e sinD 2g q,p,sinf,sing,

For the coplanar case we should substitute the two previous equations by the following equations:

: . fmZ sn
(Xl +YZedn fz)(Sl%_ Eesn f1)+S1Tl' _eq—-alz
g Vien f

. . m Zee,Sna
(x,+YZesn £)(S,q,- Tyesn £,)+S,7; - 1/—L=
P, 4.V,9n f,

which utilize the relations shown in the appendix A.

(13)

(14)

(15)

(16)

Thus, we have an equation system composed by Equations (9), (15) and (16). Solving this equation system
by Newton Raphson Method (cf. Press et al. 1992) or by the Least Square Method (cf. Rocco 2002), we obtain

the transfer orbit which performs the maneuver between two coplanar terminal orbits spending a minimum fuel

consumption but with a specific time of transfer.

7. RESULTS

Figures (2) to (7) present some results obtained with the software developed. They not only show the

tendency of the parameters, but they quantify the evolution of the variables studied. The graphs were obtained

through the variation of the time spent in the maneuver.
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We utilized as a example the correction maneuver between two elliptical coplanar orbits where the initial
orbit have the semi-major axis of 7000 km, eccentricity 0.015 and longitude of the periapsis 1.0 rad. The final
orbit have the semi-major axis of 7729 km, eccentricity 0.015 and longitude of the periapsis 1.0 rad. We utilized
in this example the initial values p = 7495.3089071 km, a, = 1.0 rad, and a, = 1.1 rad. The graphs were

obtained through the variation of the time spent in the maneuver from 10 to 110 s.

8. CONCLUSION

In the Figures (2) to (7) we can verify the behavior of some orbital elements of the transfer orbit when we
varied the time spent in the maneuver. In the Figure (2) we have the behavior of the semi-major axis. We can
verify that when the time is fixed in 10 s the semi-major axis becomes practically zero (in the smulations for
t =10 s we obtained a =-9.78 km). When the time spent in the maneuver increases, the semi-maor axis
decreases until the value -415831.89 km when the time spent in the maneuver is fixed in 97 s. Continuing to
increase the value of the time, the transfer orbit becomes elliptic, therefore the semi-major axis become positive.
In the Figure (3) we have the behavior of the eccentricity. We can verify that while the fixed time is larger than
100 s the eccentricity is smaller than one, so we have an dliptic transfer orbit. When the fixed time is smaller
than 100 s the eccentricity becomes larger than one and in that way we have a hyperbolic transfer orbit, as it
was expected. In the Figure (4) we verify that the longitude of the periapsis of the transfer orbit remain
practically constant along the time. In the Figure (5) we observe that the transfer angle decreases when the time
is reduced. This can aso be observed in the Figure (6) which presents the location of the applied impulses. We
can verify that the impulses are applied very close when the fixed time is small, therefore the satellite travels a
small arch in the transfer orbit, but when the time is increased the satellite travels a larger arch because the
distance between the points of application of the impulses become larger. In the Figure (7) we verify that the
necessary velocity increment to accomplish the maneuver when the fixed time is 10 s is very big, 140 km/s for
our example. When the time is increased the necessary velocity increment decreases drastically because in this
case the maneuver is accomplished with an larger transfer angle so that the direction of the impulses approach
the directions of the velocity vector of the satellite in the initid and final orbits. Thus the fuel consumption
become smaller, as it can be seen in the Figure (8). In these graphs we can see that it was possible to obtain
results when we fixed a small value of the time, but this is an academic study, for practical applications we have
to consider the limitations of the satellite propulsion system. Besides that, we should advise that the developed
program can not supply the solution for al combinations of the input parameters. For a very small or very large
values of the time spent in the maneuver the solution can not exist, or the numerical algorithms used in the
program do not converge for the solution, because the initial values used can be too far from the solution. So, it
is recommended a physical analysis of the problem, that takes into account the geometry of the maneuver, to
find the range of values for the time so that it is possible to accomplish the maneuver. Another question to be



solved is if the solution is alocal or global minimum. As far as we verified, the solution obtained seems to be a
globa minimum because for the same input parameters, but using different initial values, it was not possible
until the moment, to obtain better results. It is important to notice that the software tests all the results, verifying
if the maneuver obtained is just a mathematical solution or if it can really be implemented. When we use
numerical methods there are some solutions, which satisfy the equations, however, in practice, they are
impossible. Concluding, we can verify that these results are very similar to the results obtained by Rocco (1997)
and by Rocco et a. (2000). Thusiit is clear that this work is an extension for the hyperbolic case of the previous
works. Therefore, the cases considering elliptical and hyperbolic transfer orbits, were studied, implemented and
tested with success. The simulations showed that the software developed can be used in real applications and it
is capable to generate reliable results.

Vit
TRANSFER ORBIT

TRANSFER ORBIT

V2

Vf VT : velocity in the final orbit

V2 : velocity increment

Vit
\ Vt: velocity in the transfer orbit

FINAL ORBIT INITIAL ORBIT

Fig. 8 — Impulses direction.
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